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CS-NET | MAIN FEATURES 
 

 

Weld schedule memory 64 128 128/256 
LCD display 2 color 2 color 256 color 
Seam welder or spot welder configurable Std Std Std 
Foot Switch initiation ( 2 user slectable inputs) Std Std Std 
Dual Palm Button initiation Std Std Std 
Weld current can be set via external 0-10V reference or fieldbus. Std Std Std 
4 weld valve secondary calibration Std Std Std 
User selectable current calibration, primary or secondary Std Std Std 
User adjustable current loop gain for +- 1% accuracy Std Std Std 
Time measurement in full or half cycle Std Std Std 
Polarity protected I/O Std Std Std 
Weld counter to 99,999 with alarm and hold Std Std Std 
Stepper function for 4 individual weld valves Std Std Std 
Proportional valve drive circuit (4-20mA or 5-10V) to weld in Lbs or Kg Std Std Std 
Forge Solenois output Std Std Std 
Water temp and flow monitoring Std Std Std 
Transformer/SCR temp monitoring Std Std Std 
Alarm outputs, 4 Std Std Std 
Pressure sense input prior to weld Std Std Std 
Operating and data collection software Std Std Opt 
Error weld log Std Std Std 
In Seam mode, can manage up to 4 seam heads Std Std Std 
Seam Mode start up slope and end down slope in weld cycle 
parameters 

Std Std Std 

In Seam mode, independent pressure measurement in air pressure or 
weld force 

Std Std Std 

User definable weld schedule feature availability Std Std Std 
Display 5 languages when using keypad Std Std Std 
User definable upper/Lower limits for all weld functions Std Std Std 
Monitoring of all weld parameters for download and analysis Std Std Std 
OEM Kit, less enclosure Std Std Std 
Chain weld schedules N/A N/A Std 
Available for 3 phase welders N/A N/A Opt 
50/60Hz Std Std Std 
% Heat Mode                                          D% Std Std Std 
Voltage Compensation % Heat Mode   V% Std Std Std 
Constant Current Mode                          IK Std Std Std 
Constant Power Mode                           PK N/A Std Std 
Constant Engergy Mode                        EK N/A Std Std 
Adaptive Mode                                      AD N/A Std Std 
Network controls together for easy automation and full fieldbus 
control 

N/A Opt Opt 

Programmable Stepper to compensate for electrode wear on 4 
electrode pairs. Will also decrease current for tungsten electrodes and 
AutoStep routines built in. 

N/A Std Std 
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Lead Acid Battery cycle N/A Std Std 
4 weld transofmrer cascade N/A Std Std 
8 weld transformer cascade N/A N/A Opt 
Integral linear transducer input N/A Opt Opt 
Proportional valve drive for 4 valves to weld in pounds or Kg of 
electrode force 

N/A N/A Opt 

External 24Vdc power input capable to support fieldbus activities in 
the event of a power failure. 

N/A Std Std 

Material Contact sense prior to weld N/A Std Std 
-Open electrodes N/A Std Std 
-Closed electrodes, wiat for resistance to start N/A Std Std 
-Pre-heat resistance N/A Std Std 
-Weld resistance 1 N/A Std Std 
-Weld resistance 2 N/A Std Std 
-Post Heat resistance N/A Std Std 
-Final Resistance of the spot. N/A Std Std 
FieldBus enabled N/A Opt Std 
Ethernet N/A Opt Std 
USB N/A N/A Std 
Field Bus options (all are available) N/A Opt Opt 
CANBUS Card option for linear displacement transducer to nut 
electrode monitoring, electrode displacement with or without wear. 

N/A N/A Opt 

CANBUS card option for proportional valve to monitor a load cell 
and/or pressure regulator to monitor force with feedback. 

N/A N/A Opt 

User definable multi color graphical output N/A N/A Std 
Nema 4 enclosure with or without disconnect Opt Opt Opt 
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Controls for Every Need 

 
 

 

 
 

WARRANTY FOR CONTROLS AND PRECISION WELD HEADS 

Our parts warranty includes 3 years on the weld control and Transformer. The preci sion weld head is warranted for a period of one year . 
This excludes consumable items like the cabels and electrodes. This warranty excludes abuse, mis-use and neglect and requires all air cooled 

welders need to have the power supply open to allow air to circulate. 
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Mid Frequency AC to 2500A 
Same Features as CS-
NET 

 
 

 
Seam or Spot 
RS 232 and Binary Input 
PC Software 

 

 
 

 
 

16 Schedules with 2 Heats 
Slope and Pulse 

 
 

 

 
 


