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RWC Micro Weld Power Sources are available in 2 sizes. 
5.5 KVA and 7.5 KVA. Each with a selector switch to 
select from one of 6 secondary voltages. 

 
The MW series power sources come with the easy to use 
CS-6 weld control from RWC. This weld control gives the 
operator 16 weld schedules to select from, each with 2 
weld heats if needed and with 1/2 cycle timing to 10 cycles 
of time. This robust weld control manages an air cooled 
SCR for precise timing and control. 
 
 
MAIN FEATURES - CS-6 weld control 
      
Line Voltage Compensation  

2 Weld Valves  

2 Heat Weld Schedules  

Separate Heat Input for Cycle Start Available  

24Vdc Valve Output Power, 5W Max Each  

16 Weld Schedules  

1/2 Cycle Timing For the First 10 Cycles  

Easy 4 Button Programming  

 
 
 
PROGRAMS PARAMETERS - CS-6 weld control 
 
Squeeze, Cool, Heat and Off Times Adjustable from 0-99 Cycles  

Slope Adjustment to 20 Cycles  

Pulse up to 9 Times  

Program Cycle Repeat  

 

   CS-6  

   CS-6      
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Introducing the new P6 series Precision Guided weld heads. Here are some of 
the main features below: 
 
·        With .0005” Maximum Total Runout for maximum repeatability 
·        1/8” or ¼” electrodes 
·        Opposed or Parallel 
·        Fixed height or adjustable height 
·        5 to 60 pounds of electrode force 
·        Up to 10KVA capacity, Air Cooled 
·        Electrodes secured with camlock fasteners 
·        Low inertia heads as well as pressure contact heads available 

 
Or simply purchase the completely  
configured P6 series weld head with either 1/8” or 1/4” electrodes. 
 
The power supply comes with the power supply in either 5.5 or 7.5KVA versions it comes with the outlet 
for the air valve on the weld head and comes with a single stage foot switch 
 
The weld heads are available in 2 styles and are either fixed height or adjustable height 
 
The new add on either the single electrode known as opposed head or the parallel electrode head 
 
Each head is available in either 1/8” electrode or ¼” electrode holders. 
 
These heads are also available with and without pressure feedback. 
 
Power supplies 
Part Numbering System – MWX.X-X 
 

 
Precision Heads  
Part Numbering System - P6X-X-X-X 

Model Secondary Voltage Peak 
Current 
in kA 

Current 
at 50% 
duty 

MW5.5-X 3V, 3.5V, 4.2V, 5V, 
6V 

  

MW7.5-X 3V, 3.5V, 4.2V, 5V, 
6V 

  

MWX.X-1 115VAC 50/60Hz   
MWX.X-2 230VAC 50/60Hz   

MWX.X-2.2 208VAC 50/60Hz   

MWX.X-3 380VAC 50/60 Hz   
MWX.X-4 460VAC 50/60Hz   

 
 
 

Model 
Number 

Description 

P6O-X-X-X Single head Opposed Head 

P6P-X-X_X Double Head Parrallel 

XXX-A-X-X Add adjustable height 
XXX-X-1-X 1/8" electrode Holders 

XXX-X-2-X 1/4" Electrode Holders 

XXX-X-X-S Add pressure contact Initiate 
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Controls for Every Need 

 
 
 
 
 
 

 
 

 

 
 

WARRANTY FOR CONTROLS AND PRECISION WELD HEADS 

Our parts warranty includes 3 years on the weld control and Transformer. The preci sion weld head is warranted for a period of one year . 
This excludes consumable items like the cabels and electrodes. This warranty excludes abuse, mis-use and neglect and requires all air cooled 

welders need to have the power supply open to allow air to circulate. 

MACHINERY CONTROLS ACCESSORIES SPECIALTY MACHINES 

www.RWCLLC.net 
 

 
 

 
 

Mid Frequency AC to 2500A 
Same Features as CS-
NET 

 
 

 
Seam or Spot 
RS 232 and Binary Input 
PC Software 

 

 
 

 
 

16 Schedules with 2 Heats 
Slope and Pulse 

 
 

 

 
 


